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Generator Specifications 15-20KVA Perkins or Yanmar :
\'/

vanmar € Perkins @ MareliMotori stamrorp [§4ECL

Generators enclosed in a sound and weather
proof canopy-attenuated to 72 (DBA) @ 1 meter.

General / Standards

YANMAR

Engine Manufacturer & Model Perkins

Frequency / Cycle 50 Hz/1500 rpm 50 Hz/1500 rpm
Prime Rafing 15KVA | 20 KVA 13.5KVA 20 KVA
Stand-by Rating 16kVA | 22KVA 16kVA 22KVA
Altitude 2500 m 2500 m

Speed variation 1% from no load to full load 1% from no load to full load

Prime Brake Horse Power

General / Standards
Number of Cylinders 3 4 3 4
System LubricationCapacity

Naturally aspirated Naturally aspirated
As per manufacturer

direct injection

Aspiration
Water coolant Thermostat

As per manufactuer
Indirect injection

Combustion system
Total coolant Capacity

ISO 3046, Class Al and ISO 8528pt 5, Class G2

Cartridge type dry air filters with restriction indicator.
Cartridge type fuel filters and full flow lube oil filters

Mechanical compliant with

Filtration system

Stamford Stamford
IP 23 IP 23

380/220 volts.3- phase 4 wire|  380/220 volts.3- phase 4 wire

Alfernator Manufacturer & Model
Drip Proof
Voltage Rating

Voltage Regulation / P.F

1.0% from no load fo full load and from 0.8 PF lagging fo unity PF

Electrical design accordance with

BSS5000 part 99, [EC341, VDE0530, UTE51100. NEMA MG

Total harmonic distortion

Less than 1.8 % at no load Less than 1.8 % at no load

Alternator temperature

Limited to class H insulation - 125 degree

Ambient Temperature

Ambient temperature 45 degree

Overload Capability

10% for 1 hourin 12 hours, 160 % for 10 sec.

Radio Interference compliance

BS800 and VDE Class G & N

GENERATOR SET SPECIFICATIONS:
Engine and alternator are directly coupled and mounted on heavy duty steel frame.
The genset includes the following:

- Steel base frame with anfivibration mountings.
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